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1. INTRODUCTION 

Electricity production from renewable energy sources (RES) has been continually growing. This 
development is taking place in a power system structure designed for conventional power sources, with char- 
acteristics such as availability, controllability, and reliability utterly different to those of RES systems [1][2]. 
Also, the energetic production of RES may fluctuate significantly over time due to some characteristics of 
natural resources, such as unpredictability, variability, and dependency on the geographic location [3] [4]. In 
particular, some issues attracting a lot of interest in the technical community are the active power variations 
and frequency performance in presence of RES [1][3] [5], for systems including solar photovoltaic (PV) panels 
[6] and mostly for wind turbines (WT) [7]. 

In power systems, frequency constitutes a parameter indicating the equilibrium between power de- 
manded by load and the energy produced by generation systems [8]. When this relationship is unbalanced, 
control structures are in place to return system frequency to the right operational values. However, these 
frequency control strategies have been developed for a power system with almost complete reliance on conven- 
tional energy sources, and the penetration of RES may require the participation of these new units in the control 
tasks [3]. Wind turbines, particularly those of variable-speed with doubly-fed induction (DFIG), constitute one 
of the most used RES around the world [9] [10]. Hence, several studies have been proposed about control 
strategies for the active inclusion of DFIG WT in Load Frequency Control loops, and complete reviews can be 
found in references [7] [11] [12]. 
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Figure 1. LFC scheme for a multi-area (N areas) power system, including primary and secondary control loops 
[1]. The block ’Wind Turbine Model” integrates WT to LFC. 


One of the most used strategies for DFIG contribution in frequency regulation, is the so-called syn- 
thetic inertia method, as explained in the studies [13] and [14]. In this technique, additional control loops are 
developed for the WT with the goal of emulating frequency response of conventional generators. This alter- 
native was explored in other works where controllers based on the dynamic representations of the DFIG WT 
were proposed. In [15] a Linear Quadratic Regulator type of controller is designed for the WT, taking as model 
inputs the reference torque and the reference pitch angle of the turbine. The work of Mohamed et al. [16] 
proposes a Model Predictive Controller for WT integration to frequency regulation, using a simplified model of 
the DFIG with the quadrature-axis rotor voltage as the model input. However, these studies are not exploring 
WT penetration in a multi-area scenario for power systems, an increasingly common operational possibility as 
grid grows in size and RES integration level arises. Also, a performance comparison of some of the proposed 
strategies over the same scenario would be useful to establish the most suitable control structure for WT con- 
tribution in frequency regulation tasks. This paper addresses both of the formerly mentioned issues, comparing 
the performance of PI-based and LQR-based controllers for DFIG WT integration into Load Frequency Regu- 
lation (LFC) structure for a multi-area power system. The simulation is performed in a modified version of the 
9-bus WSCC power system [8]. 

This work is the continuation of the research with preliminary results reported in [17]. The former 
paper focused on the utilization of the synthetic inertia model for WT integration into LFC of power systems 
with PI controllers. Our current article presents a more elaborated description of the non-linear state-space 
realization employed for the modeling of variable speed wind turbines. Moreover, DFIG wind turbine operation 
includes a pitch-angle control loop. Also, additional control structures are explored with the consideration 
of LQR controllers for secondary regulation, and a performance comparison discussion versus PI strategies. 
Current paper is divided as follows: Section 2. describes the LFC structure for power systems. Section 3. 
deals with the WT modeling and the formulation of PI and LQR controllers. Simulation tests and performance 
comparisons appear in Section 4.. At last, some conclusions are presented in Section 5.. 


2. LOAD FREQUENCY CONTROL IN MULTI-AREA POWER SYSTEMS 

Frequency regulation can be classified in three main stages according to the nature and timing of the 
control efforts: primary actions proportional to the frequency deviations, secondary actions allowing correction 
of steady-state errors, and tertiary actions related with predefined dispatches and some emergency conditions. 
These three stages constitute the Load Frequency Control (LFC) system [8, 1]. 

Grid elements must be modeled for the design of LFC controllers. First order models are assumed 
for the governor and turbine of conventional units, and for the representation of the frequency response char- 
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Figure 2. Wind turbine model with frequency response and variable wind speed (based on [19]). 


acteristic of any control area in the power system. Figure 1 shows the LFC for a N-area power system, where 
parameters for the i-th area are: A Pmp: the change in mechanical power of the generator k, A P,;,; the change 
in the active power output of generator k, A Py, the load perturbation, A f; the frequency change, D; the damp- 
ing coefficient. H; the equivalent inertia, AP.,; the control action of the LFC for the k-th generator, T;; the 
power exchange coefficient between area i and area j, AP,;¢; the total change in the power exchanged between 
area į and other areas and A f; the change in the frequency of area j connected to area i. Also, B; denotes 
the bias factor for modulation of the error signal in secondary regulation, K;(s) is the transfer function of the 
secondary controller and a; the participation factor of each generator in secondary control. 


3. INCLUSION OF VARIABLE SPEED WT IN LFC 

This work only considered variable-speed DFIG WT, as they are the best-suited WT for active partici- 
pation in grid ancillary services [18]. However, WT units with DFIG do not present a natural inertial response to 
frequency changes [1]. For enabling frequency response capabilities to the DFIG WT, synthetic inertia control 
strategy [14] was employed. This technique proposes operation of the DFIG WT below the point of maximum 
power extraction to maintain a reserve of kinetic energy to be used for frequency compensation. The operating 
point P, depends on the DFIG angular speed w, and the so-called operational torque To [N m], calculated as 
indicated in equation 1 for different values of wind speed v. Gain Kop is adjusted for the operation of the WT 
under the curve formed by the points of maximum withdrawable power from wind at each speed. 


i ee ae ad (1) 


For the electromagnetic component of the DFIG, the simplified model proposed in [13] [19] is used 
and included in the LFC as the wind-turbine model block in Figure 1. This representation, denominated as 
synthetic-inertia model, is a reduced induction-machine model of fourth order and only uses the quantities in 
q-axis, as the d-axis is selected as the reference frame. Figure 2 presents both models. 

In the scheme of Figure 2, Phase is the nominal power of the area, w, is the angular speed of rotor, 
n is the quantity of WTs, v,, is the rotor quadrature voltage, igr is the rotor quadrature current, iq,,, is the 
reference quadrature current for rotor, PIvg, is the PI controller for var, Te is the electromagnetic torque, Tm 
is the mechanical torque, 8 is the blade pitch angle, 8, is the blade pitch angle reference, Tg denotes the time 
delay of pitch angle actuator, wr, r is the rotor angular speed reference, PJv,; is the PI controller for wr, vy is 
the rated wind speed of WT, K; is the proportional action of primary control, Kə is the proportional action of 
secondary control, Ku and Tw are the gain and time delay of secondary control loop, J is the inertia moment of 
WT, and X; X2, X3, and T; are approximately constant values representing some combinations among DFIG 
internal generator parameters (see [13] and [20] for detailed explanation). 

As seen from Figure 2, several control loops are added to the simplified turbine model to emulate the 
behavior of the different control stages of the LFC structure and to keep the stable operation of the DFIG WT 
after contribution to frequency regulation. These loops are described as follows: 


1. A primary response loop for the DFIG labeled as LFC primary loop in Figure 2. Proportional gain K4 is 
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. dw 
modulating the frequency change rate 7. 


2. A secondary response loop marked as LFC secondary loop in Figure 2 operating in the same way as the 
secondary control of LFC. The power delivered by WT is restored to the nominal operating point after a 
control of frequency disturbances. 


3. The pitch-angle controller loop in Figure 2, tasked with maintaining the angular speed of the WT at 
nominal operating value for wind speeds equal or over the rated ones. Under the action of pitch control, 
in case of a frequency disturbance occurring, an additional control loop is required for modulating pitch 
angle with a gain Rg proportional to frequency deviation. 


The area deviation frequency signal is filtered (through a filter with gain Ka and time delay Ta, see 
Figure 2) before being applied to primary and secondary control loops. This work performs a comparison of 
the mentioned loops for two different secondary controllers in frequency regulation. The following subsections 
describe the PI and LQR secondary controllers (see K;(s) block in Figure 1) and their interaction with the WT 
control scheme. 


3.1. Considerations for system with secondary PI controller 


Proportional Integral (PI) control constitutes the most used variation of the Proportional Integral 
Derivative (PID) structure [21]. Starting from a simple Single-Input Single-Output (SISO) loop [21], the trans- 
fer function Cp;(s) of the PI controller is Cpr(s) = Kp(1 + (T;s)(— 1). The term K, is the Proportional 
gain, T, is known as the reset time [21], and the relationship K,(T,)$ — 1) is called the integral gain. 

PI controllers constitute the traditional strategy for secondary regulation in LFC system. In this work, 
additional PI controllers regulate quadrature rotor current (PIigr) and the pitch angle (PIw,), as shown in 
Figure 2. 


3.2. Considerations for LFC system with secondary LQR controller 


Criterion-based synthesis of controllers is a design technique driven by the complexity of multi- 
variable systems. A commonly employed set of criteria is formed by cost functions related to quadratic forms 
of control effort and error signals [21]. For linear case, the so-called Linear Quadratic Regulator expresses the 
problem as the feasible solving of the dynamic Riccati equation in continuous time, leading to a time-variable 
state feedback [21]. 

For this configuration, secondary controller K;(s) requires a state-space representation of the whole 
LFC. Equations (2) to (11) describe the complete non-linear state-space model for a multi-area power system 
with integration of WT to the LFC scheme, adapted from [16]. This representation includes the transferred 
power between areas AP;;. as a state, with an additional state equation for WT pitch-angle 8 (see eq. (8)) as a 
parameter with high influence in the contribution of WT to LFC [15]. 
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Figure 3. WSCC 9-bus system multi-area partitioning. System parameters can be found in [8]. 
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Mechanical torque Tm is calculated from parameters such as air density, length of turbine blades and 
WT power coefficient Cp (fraction of available wind power being extracted). Differences with [16] involve 
the consideration of pitch angle reference {,.¢ as an input, and wind speed v and frequency deviation of 
neighboring areas Af; as outputs. Complete vectors of system inputs U and disturbances W are shown below, 
with AP; the deviations in demanded-load: 

Mechanical torque is calculated dividing equation (9) by the angular rotor speed: 


b 


(8) 


1 
Pr = sem Rev". (9) 


where p represents air density, R is the length of the turbine blades and the power coefficient Cp 
denotes the fraction of available power in the wind that is being harvested. This parameter is a function of the 
Tip-Speed Ratio (TSR) denoted by \ = 2“, and the collective blade pitch £. 


Vv 


UT = [oye AP, Bree] WT = (APE Af; o] (10) 


Finally, vector Y presents system outputs in equation (11). The first output is the rotor quadrature 
current igr, whose reference is given by igr,r. The second output is the system Area Control Error (ACE), 
reference signal for the LFC secondary controller (ACE = Af + AP;ie). The last output is the rotor angular 
speed, whose reference is defined for a given mechanical torque. 


y” = lig, BAf+APic wr]. (11) 


4. RESULTS 
4.1. Description of case of study 


A slightly modified version of the WSCC 9-bus power system [8] was employed for simulation of 
the DFIG participation in the LFC for a multi-area power. The modified system parameters are summarized 
in Table 1. This system was partitioned into three areas, as illustrated in Figure 3. Consider Generator 1 as 
hydraulic and Generators 2 and 3 as gas units. For the sake of this work, 50% of conventional generation in 
Area III was replaced by a wind farm. The wind farm was formed by 32 DFIG WT of 2 MW each, whose 
model parameters are shown in Table 2. Wind speed was simulated from a normally distributed random signal 
with a period of 50 seconds, mean value of 12.5 m/s and variance of 2.8 m/s. Finally, load disturbances were 
applied as follows: an increment of 0.06 [p.u] at 30 seconds of operation in area III; a variation of magnitude 
0.08 [p.u] at 60 seconds in area II; and another disturbance of 0.01 [p.u] at 90 seconds for area I. The Power 
Base is set at 100 MV A. 
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Table 1. WSCC 9 bus system parameters [8]. 


Parameter Value Parameter Value Parameter Value 
Ay 23.64 s Tiz 2.064 p.u. Rı 2 p.u. 
Hə 6.4 s Tis 6.1191 p.u. Rə 10 p.u. 
H3 1.505 s Tə3 14.4353 p.u. R3 7.5019 p.u. 
MV Anomi 247.5 D1, D2, D3 0.8 Bı 2.8 s 
MV Anom2 192 Tg1,Tg2, T93 0.2 Bə 10.8 s 
MV Anom3 128 T,-1, 072,773 0.3 B3 8.3 s 


Table 2. Wind-turbine model simulation parameters [14]. 


Parameter Value Parameter Value 

Pnom 2 MW Rs 0.00491 p.u. 

Vnori 966 V Xis 0.09273 p.u. 
Kı 5000 Nm Xm 3.96545 p.u. 
Ko 2000 Nm R; 0.00552 p.u 
Ti 1 Xir 0.1 p.u. 
Ka 500 H 45s 
Ta 20 J 506.6059 Kgm?. 


4.2. Tuning of PI controllers 


PI controllers for secondary frequency regulation in each area were tuned using the Gradient Descent 
method, along with PJ controllers of rotor angular speed w, and rotor quadrature voltage v,,. Table 3 presents 
the parameters for all of them. 


Table 3. Parameter values for the different PI controllers in simulation for the case of study. 


Controller Proportional Gain kp Integral Gain ky 


PI Area I (0) -0.05 
PI Area II (0) -0.05 
PI Area III (0) -0.28 

PI vgr 0 2.70 
PI w, 7.19 0.53 


4.3. Tuning of LQR controller 


To calculate the gains of LQR controller with reference tracking, a linearization must be performed in 
the non-linear state-space model described by equations (2) to (8). This process results in the operating point 
vectors UZ, = [27.97 0.08 9] for the inputs and We = [0.2 0 12] for disturbance signals. Design of LQR 
controllers for secondary LFC implies the tuning of the positive definite matrices Qareq and Rarea for each 
area. The adjusted matrix elements are listed in Table 4. 


Table 4. Parameter values for the different PI controllers in simulation for the case of study. Matrix dimensions 
for area III are different due to the presence of wind generation. 


Parameter Value 
areas diag((1, 1, 10-1, 107+, 10°]) 
Qarea2 diag([1, I; 10-1, 1071, 10%]) 
Qareas  diag([10?, 102, 5, 5, 1072, 1072, 10-2, 1, 108, 102]) 
Rareal 107 
Rarea2 10? 
Rarea3 diag([10?, 10°, 10°]) 
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Figure 4. Frequency deviation in area II. LQR achieved a reduction of 0.32 Hz over PI response in maximum 
value. 


Frequency [Hz] 
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Figure 5. Frequency deviation in area III. Peak deviation value for PI was 0.17 Hz bigger than LQR. 


4.4. Comparison between PI and LQR controlled LFC with WT participation 


Simulations were performed on the selected benchmark with models and conditions previously de- 
scribed. Figures 4 and 5 depict frequency deviations for areas II and III respectively, as they present more 
significant variations than area I. Load disturbance in area III at 30 seconds causes the most notorious effects, 
not only in the local frequency deviation but also in the other areas as well. This behavior could be attributed 
to the inertia reduction in region 3 and some latency in the operation of WT control loops: power transferred to 
area III increases as WT contributions in frequency regulation start. On the other hand, the overall magnitude 
of the frequency deviations over the total simulation time is smaller for the LQR controller in each area. Fewer 
variations would mean less stress in the regulation systems, a key factor as RES penetration increases. Also, 
longer recovery and settling times can be seen for PI controllers at each area, giving the LQR a better overall 
performance for secondary control design in the studied case. 

Figure 6 shows the exchanged powers between area III and the other areas. In this case, LQR reduces 
the power exchanged with other areas when compared with PI response. However, a continued oscillation in 
power is observed, due to wind variability causing fluctuations in WT generation. This variation makes area 
III more sensitive to sudden changes in load, as confirmed when the most significant power deviations appear 
at the same time as the load disturbances occur. With a load disturbance in area III at 30 seconds, LFC system 
requires an increase in power transference from the other areas to mitigate frequency fluctuations. However, 
the exchanged power in area III stabilizes as WT start contributing to frequency regulation. Figure 7 shows the 
power generated by the wind farm in area III. 

Focusing on DFIG WT performance, analysis of the control efforts for both LQR and PI strategies in 
area III is required. Control actions for the pitch-angle £,.. ¢ are smaller for LQR than for PI controller, as seen 
in figure 8. This behavior seems to indicate that WT’s are less stressed with LQR controller. However, the total 
control effort of the secondary control AP, is higher for the LQR than the PI scheme, as shown in Figure 9. 
LQR is imposing an aggressive control action in the conventional unit of area III, diminishing the stress in WT 
contributions to frequency regulation. This, in turn, reduces frequency fluctuations due to wind variability for 
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Figure 6. Inter-area power exchange deviation for area III. 
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Figure 7. Variations in power generated by the wind farm in area III. 


IJECE Vol. 8, No. 5, October 2018: 3711 — 3721 


30.15 

& —PI 
20.12 c= LOR]| 
oO 

< 

oO 

5 0.09 

z 

O 

20.06 

oO 

= I II 

to} 

£ 0.03 fl i ij 

| 

g lu p M till iM I ull li lil f l il 
= 75 100 125 150 H 200 


ISSN: 2088-8708 


IJECE ISSN: 2088-8708 3719 


20 PI 
-i L] 
i 
m25 P p i —LQR 
® s 8 te: th i os 7 7 
® 20 ao 4 : oy tt way 
D my ms 4 n wok mae 
DAMA anu bee a gep Lee age My WA aha 
Q Hii hial Puaha H ee ee eee Ne er dnd 
S15 bane fete Maa State Mag Beagrie: AnA Puani tay 
© "nA PELET PEUTER ryt wit Hna eld at ee 
— LELI Iy 
D A i an 
g 10 iE 
"y 
c 1 
gS ° 
a9 \ 


0 25 50 75 100 125 150 175 200 
Time [s] 


Figure 8. Magnitude of control action for variable 6,.¢ in area III 
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Figure 9. Magnitude of control action for variable AP, in area III. 


the LQR in this area. 


5. CONCLUSIONS 

This work studied the performance of variable-speed wind turbines in LFC structure of power systems. 
With inertial response emulation methodology, DFIG WT were included in the primary regulation stage of 
the LFC. Two controllers were compared for secondary regulation in the test system, and Linear Quadratic 
Regulator presented a better overall performance than the Proportional Integral controller. For every explored 
case, frequency deviations under LQR strategy were smaller and the settling times of the output variables 
were also lower than the PI-controlled results. Furthermore, LQR operation diminished control efforts of WT. 
LQR controller based on the system model and it achieved acceptable performances despite the mandatory 
requirement for linearization of the state-space representation. An unwanted overshoot in area IIT frequency 
appears for both strategies with sudden wind variations. This reaction occurs because the operating point of the 
system is changing with every value of wind speed. This effect was more notorious for LQR configuration, as 
the model implemented included wind speed as a disturbance. When the operating point changed, linearization 
might have lead to the inadequate representation of the nonlinear system. Neither PI nor LQR presented a 
total disturbance rejection, and wind variability may require the pairing of WT with ’continuous” generation 
to reduce operational uncertainty. 

Consideration of additional control schemes for the participation of variable-speed WT in LFC enables 
the contribution of WT to ancillary tasks. However, the increment of WT in power systems may lead to inertia 
reduction with the decreasing operation of conventional generation systems. More advancements and studies 
are needed to get a better performance of the wind units in frequency regulation tasks or expanding their role 
into secondary control. Finally, the implementation of a transition-band control loop between torque and pitch 
controllers of WT is suggested. This additional loop would help to avoid overshoots in WT generated power 
when wind varies from nominal speed. 
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